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ABOUT US

Provider of RFID Products

$ Resonable Price & Fast Service

Located in Shanghai
Business over 80 countries
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NFC disc tags are widely used in inventory tracking or automatic 
production systems, and can also be embedded in electronic 
devices or attached to metal surfaces. There are a wide range 
of sizes, from 12mm to 50mm. 

NFC Disc Tags are widely used for inventory tracking or 
Automatic production systems, which can also be embedded 
into electronic devices. 

RFID DISC TAGS

VARIOUS SIZE
Made of new high-quality PVC material, 

it is brighter and more beautiful, sturdy 

and durable, easy to carry, and has a 

built-in chip.

WATER PROOF
RFID disc tags are dustproof and waterproof, 

can be used normally in harsh environments, 

and have a long service life.

OPTIONAL WORK ON MATEL
Can easily punch in data, sensitive sensing, 

stable reading and writing data, can erase 

and write data more than 10,000 times
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CUSTOMIZABLE 
The surface can support customized 

printing, including LOGO text, QR code, 

barcode, etc.

APPLICATION



RFID DISC TAG
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LF HF UHF LF HF UHF LF HF UHF LF HF UHF LF HF UHF

DIP301

Material:PVC
Disc Tag

 φ30×T1.0mm Hole:3mm  φ30×T1.0mm Hole:12mm  φ35×T1.0mm Hole:3mm  φ40×T1.0mm Hole:3mm  φ50×T1.0mm Hole:3mm

DIP302

Material:PVC
Disc Tag

DIP351

Material:PVC
Disc Tag

DIP401

Material:PVC
Disc Tag

DIP501

Material:PVC
Disc Tag

LF HF UHF

DIP

Material:PVC
Disc Tag

13/15/18/20/22/25/30mm T:1.0-1.3mm
LF HF UHF

DIP-E

Material:PVC+Epoxy
Epoxy Sticker

13/15/18/20/22/25/30mm T:1.2-1.5mm
LF HF UHF

13/15/18/20/22/25/30mm T:1.2-1.5mm

DIP-F

Material:PVC+anti-metal
Disc Tag on 

LF HF UHF
18/20/22/25/30mm T:1.0mm

DIT

Material:Clear Foil
Clear PVC Tag

Production Automation Item Identification
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The RFID Token is designed for a broad range of applications such as tour guard, 
asset management, tools, and industrial goods. The robust material allows new ways 
of fixed in the wall or other physical objects.  It also supports a luminous logo printed 
on for night visibility. 

The RFID patrol tag is made of ABS or PC material and ultrasonically encapsulated. 
It is resistant to high temperature, waterproof, drop-resistant, oxidation-resistant 
and corrosion-resistant. It is available in a variety of sizes.

The RFID Token is designed for a broad range of applications 
such as tour guard, asset management, tools, and industrial 
goods. 

The surface of the patrol tag can support customized printing, 
including LOGO text, QR code, barcode, etc. It also supports 
printing luminous signs to improve visibility at night.

RFID TOKENS

DESCRIPTION

APPLICATION

 PROCESS
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RFID TOKENS
Company

Safety protection

Subway station

School

 φ20×T2.0mm
LF HF UHF

TKA20

Material:ABS
Token

 φ25×T2.5mm
LF HF UHF

TKA25

Material:ABS
Token

 φ30×T2.8mm
LF HF UHF

TKA30

Material:ABS
Token

 φ30×T4.8mm Hole:5mm
LF HF UHF

TKA302

Material:ABS
Token

LF HF UHF

TKA12

Material:ABS+Epoxy
Token

 φ12×T4.0mm  φ30×T2.5mm Hole:5mm
LF HF UHF

TKA305

Material:ABS
Token

 φ52×T8.0mm Hole:5mm
LF HF UHF

TKA501

Material:ABS
Token

 φ30×T3.0mm Hole:3mm
LF HF UHF

TKA301

Material:ABS
Token

 φ30×T2.5mm Hole:3mm
LF HF UHF

TKA303

Material:ABS
Token

LF HF UHF

TKA70

Material:ABS
Guard Tour RFID Tag

70×60mm T8.0mm
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RFID cable tags are widely used in cable lines, containers, plants, flowers, bags, 
shoes and other fields.

SELF-LOCKING CABLE TIES
Self-locking cable ties can only be put in but 
not taken out. Once stuck, they are not easy 
to loosen. They cannot be reused. One-time 
use can effectively prevent disassembly and 
theft.

ACTIVE CABLE TIES
The movable cable tie adopts a movable 
tooth lock buckle, which can be returned 
by pressing it, and the label can be reused 
many times.

SPLIT CABLE TIES
Split cable tie, label and cable tie can be 
separated, label can be reused, cable tie 
can be replaced by yourself if it is dismantled 
or damaged.

The cable tie label adopts ABS shell plus nylon or PP cable tie, 
with built-in chip, stable performance, acid and alkali corrosion 
resistance, bending resistance, strong toughness, not easy to loosen, 
and strong anti-theft effect.

CABLE 
SEAL TAG

APPLICATION



CABLE SEAL TAG  Bags
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Cable linesShoes

Plants

ABS

50×28×L200mm

LF HF UHF

ABS+nylon belt

CAP26

32×L200mm

LF HF UHF

ABS+nylon belt

CAP25

L198mm

LF HF UHF

ABS

CAP27

60×28×L342mm

LF HF UHF

ABS+Nylon

CAP21

79×28×L282mm

LF HF UHF

ABS+Nylon

CAP20

92×28×L448mm

LF HF UHFLF HF UHF

ABS+PP

CAP13

105×30×L227mm

LF HF UHF

ABS+PP

CAP12

56×30×L276mm

LF HF UHF

ABS

CAP24

90×13×L224mm

CAP28
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BOLT SEAL TAG

The UHF bolt seal tag adopts a steel wire lock belt, which 
is safe and stable. It uses high-quality steel core and can 
adapt to harsh outdoor environments. It is anti-theft and 
anti-disassembly. The steel wire can only enter but not 
exit, and it supports customization.

The UHF bolt seal tag have strong adaptability and wide 
application. They can be used in a variety of application 
scenarios such as container management, customs vehicle 
management, mark identification, tracking and tracing, item 
identification, and information collection.

CAP23

36×26×L280mm

LF HF UHF

ABS + Steel Wire

CAP17

36×25×23×L280mm

LF HF UHF

ABS + Steel Wire ABS + Steel Wire

CAP22

100×26.5×L280mm

LF HF UHF

ABS + Metal

SEAL02

88×27mm

LF HF UHF

27mm

88mm

DESCRIPTION

APPLICATION
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FLEXIBLE CABLE TAGS

Flexible cable tags are soft, highly elastic and tough, adjustable 
in tightness, durable, high temperature resistant, and chemical 
corrosion resistant. They can be equipped with NFC or UHF 
RFID chips to meet different management needs.

Flexible cable tags can be easily installed on the managed 
items and can also be easily removed and reused. They 
can be widely used in electronics, aviation, automobiles, 
medical, clothing, food and other industries.

Silicone

CAP18

62×20×L168mm

LF HF UHF

Silicone

CAP29

90×13×L224mm

LF HF UHF

PVC

CAP03

LF HF UHF

73×26×L55mm

REMOVABLE REMOVABLE DISPOSABLE

DESCRIPTION

APPLICATION
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RFID LAUNDRY TAG
RFID laundry tags are designed for laundry chain management, clothing 
management or linen management. GYRFID can provide products in various 

materials and sizes, including high-quality PPS, silicone, nylon, etc.

PPS RFID Laundry Tag

It is packaged with high-temperature resistant PPS 
material and has a built-in chip, which is resistant to 
high and low temperatures and corrosion.

It can be installed by sewing or ironing. When sewing, 
you need to avoid the antenna. It is widely used in hotels, 
hospitals, clothing management and other fields.

Nylon UHF RFID Cloth Tag
LAN02   Made of nylon cloth
70×15/50×18mm55×12mm/90×18mm

Made of high-quality silicone. Soft, comfortable and 
bendable, safe, environmentally friendly and harmless 
to the human body.

Silicon Laundry Tag
SIL5512/SIL9018   Made of silicone

LAPPS    Robust PPS material
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PPS RFID TAG
ModelImages Dimension Hole Material LF HF UHF

LAPPS252

LAPPS30

LAPPS18

LAPPS15

LAPPS14

LAPPS13

LAPPS08

25mm×T3.0mm 2.0mm

5.0mm

5.0mm

2.0mm

5.0mm

15xT3.0mm 

14xT2.0mm 

13xT2.0mm 

8xT2.5mm 

30xT3.0mm

No PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

PPS

No 

No 

No 

No 

No 

No 

No 

No 

No 

No 

No 

LAPPS10

LAPPS305

LAPPS20

LAPPS24

LAPPS2525

LAPPS505

10xT4.5mm 

30xT5.0mm 

20xT3.0mm 

24xT3.0mm 

25x25xT4.0mm 

50xT3.5mm 

4.0mmLAPPS254 25xT3.0mm 

LAPPS16 16xT3.0mm 

LAPPS355

LAPPS09

35xT3.0mm 

9xT2.5mm 

LAPPS152 15xT2.0mm 

3.0mmLAPPS202 20xT2.0mm 

18xT2.0mm



RFID ear tags are widely used in cattle and sheep tracking 
management systems. RFID foot rings can be applied to birds, 
chickens, ducks, geese, pigeons, etc. Using RFID tags, each 
animal can be identified and tracked.

ANIMAL TAGS
RFID animal ear tags can monitor the breeding and transportation 
process of animals, and RFID foot rings can be used on animals 
such as chickens, ducks, and pigeons to achieve traceable 
management of animals.

WATER PROOF
The animal tag is dustproof, waterproof, 

anti-bending, wear-resistant and durable, 

and can be used normally in harsh outdoor 

environments.

QUALITY MATERIALS
The use of TPU material can prevent animals 

from allergic reactions due to long-term contact, 

and the wearing time can be more than 5 years.

 EFFICIENT
Compared with traditional QR code labels, 

UHF labels can save labor costs, time costs, 

and the process is no longer cumbersome.

SENSITIVE
It needs to be used with an ultra-high 

frequency card reader to achieve fast 

identification, sensitive response and long 

reading distance.

13

APPLICATION



ANIMAL TAGS
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Pigeon racing Bird identification

Poultry farming Epidemic prevention

Pigeon Ring
ABS

13xH12mm Hole:7.5mm

RIN02

LF UHFHF LF

Pigeon Ring
ABS

12xH11mm Hole:9.0mm

RIN03

UHFHF

Chick RFID Ring
PP

32xH12mm Hole:21.0mm

RIN04

LF UHFHF

Baby Bird Ring
PP

6xH10mm Hole:3.0mm

RIN05

LF UHFHF

Chick RFID Ring
PP

25xH12mm Hole:16mm

RIN06

LF UHFHF

RFID Ear Tag
TPU

Female:D33xH14mm
Male:D30×H23mm

EAO01

LF UHFHF

RFID Ear Tag
TPU

Female:63x68xH14mm
Male:D30×H23mm

EAO03

LF UHFHF

RFID Ear Tag
TPU

Female:90x71xH14mm
Male:D30×H23mm

EAO04

LF UHFHF

Sheep RFID Ear Tag
TPU

Female:D22×H12mm
Male:52×18×H24mm

EAO05

LF UHFHF

RFID Glass Tags
Biochemical Glass

1.5x7/ 2.12x8 /2.12x12 
3x13/ 3x15/ 4x34/ 1.5x7mm

GTG

LF UHFHF
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It is designed for environments such as metals, industrial 
applications such as warehouse management and supply 
chain management, and it can be used in high temperature 
and harsh metal environments.

Batch Read
Long-distance induction recognition can realize batch reading and efficient collection. 
There is no need to deliberately aim at the card reader. Long-distance data reading can 
be automatically realized after entering the recognition range.

Impact resistance 
It is packaged with high temperature resistant PCB material, which makes the tag 
waterproof and dustproof, high temperature resistant, acid and alkali corrosion 
resistant, and impact resistant.

APPLICATION

RFID ON METAL TAG
RFID On Metal tag is made of robust PCB material and waterproof tag. It is mainly used for metal surfaces to 

increase the reading distance. Tags are offered in different sizes and shapes to fit customers'' demands. 

Anti-metal 
It uses UHF ultra-high frequency chip and is designed with the idea of   resisting metal 
interference. It can stick to the metal surface without being interfered with, solving the 
problem that passive electronic tags cannot read the card due to metal interference.

Warehouse Management Harsh metal environment



RFID ON METAL TAG
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Inventory tracking

Asset trackingLogistics

Device Management

ABS UHF RFID Tag
ABS

78.5×31×T8mm 
Read range:3m

MEA04

LF UHFHF

On Metal Tags
ABS

70×32.5×T8.5mm 

MEA01

LF UHFHF

On Metal Tags
ABS

D52×T8mm Hole:5.0mm

MEA02

LF UHFHF

On Metal Tags
ABS

42×42×T9mm Hole:3.0mm

MEA42

LF UHFHF

On Metal Tags
ABS

86×40×T8mm Hole:5.0mm

MEA8640

LF UHFHF

Pallet Tag
ABS

86×54×T5mm Hole:4.0mm

MEA8654

LF UHFHF



UHF ON METAL TAG
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Inventory tracking

Asset trackingLogistics

Device Management

Acid Free RFID TAG
Industrial PPS

26×26×T5.5mm 

MEA10

Read range:3m
LF UHFHF

UHF RFID Metal Tag
PC

87×24×T11.0mm Hole:5.0mm 

MEA11

Read range:10m
LF UHFHF

UHF RFID Metal Tag
ABS

135×22×T12.0mm 

MEA06

Read range:5m
LF UHFHF

Long Range Metal Tag
PC

130×42×T10.5mm 

MEA12

Read range:30m
LF UHFHF

RFID Industrial Tag
ABS+PC

105×30×T7.5mm 

MEA14

Read range:19m
LF UHFHF

Durable RFID Tag
Engineering Plastics

51×47×T10mm 

MEA5147

Read range:10m(Concrete:5cm)
LF UHFHF

UHF RFID Metal Tag
ABS

85×20×T11.0mm 

MEA05

Read range:3m
LF UHFHF

RFID On Metal Tag
ABS+PC

69×23×T7.0mm 

MEA13

Read range:11m
LF UHFHF



RFID HIGH TEMP TAG

18

Inventory tracking

Asset trackingIndustrial Automation

Device Management

 PEEK

40×15×T10mm Hole:2.5mm

MEH4015
 PEEK

35×27×T10mm

MEH3527
 PTFE
 -40℃~200℃
 Read range:2.5m

 -40℃~200℃
 Read range:7.0m

 -50℃~260℃
 Read range:6.0m

 -40℃~220℃
 Read range:1.5m

20×19×2.8mm Hole:2mm

MEH2019
 PTFE

42×15×2.8mm 

MEH4215

LF UHFHF

 304 Stainless Steel

24.8×24.2mm

MEH16

 -40℃~150℃
 Read range:2.0m

LF UHFHF

 304 Stainless Steel

D18mm T11mm

MEH18

 -50℃~260℃
 Read range:0.9m

LF UHFHF

 304 Stainless Steel

D30mm T11.0mm

MEH301

 -50℃~260℃
 Read range:3.5m

LF UHFHF

 304 Stainless Steel

45×34×T11mm Hole:4.0mm

MEH302

 -50℃~260℃
 Read range:3.5m

LF UHFHF

LF UHFHF LF UHFHF LF UHFHF



PCB RFID METAL TAG
RFID On Metal tag is made of robust PCB material and waterproof tag. The tag can read and write 

data over long distances, allowing for efficient and accurate inventory management. 
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Images Dimension W/O Hole UHF Range LF HF UHF

D5xT3.4mm YES 1m

D20xT2.8mm YES 3.2m

D40xT2.0mm YES 6.8m

6x3xT3.0mm YES 0.8m

6x6xT4.0mm YES 1.1m

10x4xT3.4mm YES 1.3m

13x7xT3.4mm YES 2.5m

22x8xT3.4mm YES 4.5m

36x13xT3.4mm YES 4.7m

50x10xT3.4mm YES 2.8m

52x13xT3.4mm YES 8.0m

60x20xT3.5mm NO 9.0m

70x20xT3.4mm YES 10m

80x20xT3.4mm YES 9.0m

90x20xT3.7mm YES 10m

D10xT3.4mm YES 1.5m

D16xT3.4mm YES 2.6m

95x25xT3.4mm YES 9.0m
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RFID TAGS FOR CLOTH

Part No: CLT01

Satin rfid lablel

01
A satin RFID label is made with a satin material, which is a 
smooth and glossy fabric often used for clothing, accessories, 
and decorative purposes. Satin RFID labels can be attached to 
various objects, such as garments, accessories, or even 
packaging boxes. They enable the object to be identified and 
tracked using RFID technology. 

Part No: CLT02

EAS RFID Hard Tag

02

Part No: CLT03

NFC patch

03

The integration of EAS and RFID technologies in these hard 
tags offers retailers a comprehensive solution for loss prevention 
and inventory control. With the ability to trigger alarms and 
track merchandise, EAS RFID Hard TAGs not only deter theft 
but also provide valuable data that can help optimize store 
operations and improve customer satisfaction.

The NFC patch consists of an NFC chip embedded in a thin, 
flexible fabric. It can be used on clothing or bags, and it has 
an adhesive backing that can be easily attached to clothing 
using heat from an iron. You can also tap it with an NFC-enabled 
smartphone and get a link or contact.
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FPC RFID TAG
FPC RFID tags can be used for 
various purpose sincluding asset 
tracking, inventory management, 
access control, and supply chain 
management. They are commonly 
used in industries such as retail, 
logistics, healthcare, and 
manufacturing.

UHF FPC TAG NFC FPC TAG

UHF FPC tags are made using flexible printed circuit technology. The tags are thin, light, 
flexible, small in size, good reading distance, and high temperature resistance. They are 
multi-purpose and can be read in batches using RFID technology.

This NFC FPC Tag is designed to operate with a 13.56 MHz carrier frequency in accordance 
with NFC protocols. With flexible PI and etching cooper material protection, this FPC tag is 
available with variable mini sizes up to 5mm circle, square and rectangle shapes.

UHF FPC TAG NFC FPC TAG

Micro Size Embeddable
High Temperature Resistan



FPC RFID Tag refers to a Flexible Printed Circuit Radio Frequency Identification Tag. 
It is a type of RFID tag that is made using flexible printed circuit technology. 
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 FPC RFID TAGS

ModelImages Dimension Anti-metal Range LF HF UHF

FPCT08 D8mm NO

NO

NO

YES

YES

1.5cm

FPCT-F12 D12mm 

FPCT1010 D10mm 2.0cm

2.0cm

YES

YES

YES

YES

FPCT-F16 D16mm 2.0cm

FPCT-F20 D20mm 0.8cm

NOFPCT-F24 D24mm 0.8cm

NO

NO

NO

FPCT0505 5×5mm 0.8cm

FPCT1010 10×10mm 2.0cm

FPCT1218 12×18mm 2.0cm

FPCT1606 16×6mm 2.0cm

FPCT1506 15×6mm 2.0cm

NOFPCT1003 10×3mm 0-2.0cm

NOFPCT-F3003 30×3mm 0-2.0m

NOFPCT1004 10×4mm 0-3.0m

FPCT0707 7×7mm 1.5cm

FPCT-F10 D10mm 2.0cm



 APPLICATION
The cylindrical RFID tag can be widely used in wood tracking, 
furniture management, umbrellas, gun management, equipment 
embedding.

PRODUCT FEATURES
The cylinder RFID tag is waterproof, dustproof, easy to install, robust
and drop-resistant, long service life and durable.

CYLINDER RFID TAG

23

These RFID cylindrical tags are made of sturdy ABS plastic shell, RFID chip and epoxy resin. 
Using ultrasonic welding process, waterproof and shockproof.

Wood management

Easy to install

Umbrella

Waterproof



CYLINDER RFID TAG
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Device embedded

Furniture Timber Tracking

Forklift identification

nylon

 Nail Tag

6x36mm Header:8.4mm

NAN01

LF UHFHF

ABS

 Nail Tag

6x41mm Header:22mm

NAN02

LF UHFHF

ABS

 Nail Tag

6x41mm Header:28mm

NAN03

LF UHFHF

ABS

 RFID Bullet Tag

5x15mm 

BUA01

LF UHFHF

ABS

 RFID Bullet Tag

6.5x19mm 

BUA02

LF UHFHF

ABS

 RFID Tube Tag

41x7mm 

TUB4107

LF UHFHF
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Material: 

Dimension: 

SKU: 

Chip: 

Frequency: 

UHF Range: 

MEB-LED

60×20mm no hole

KX2005X-BL

860-960Mhz

0-7m

LED light Range: 0-3m

PCB

Color: Black

Application: 
Logistics Management/
Inventory Tracking

LED METAL TAG
LED RFID tag is embedded with a LED light and RFID chip together. 
The LED RFID Tag are without any battery, it will light when the RFID 
chip working. LED RFID tags can help tracking equipment and ensure 
that critical items are easily identifiable and visiable quickily. This LED 
RFID Tag can work on metal surface as well, it can be used for various 
industries, including logistics, manufacturing, and inventory 
management. 

Product shelf positioning Warehouse inventory
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Material: 

Dimension: 

SKU: 

Chip: 

Frequency: 

UHF Range: 

LAP-LED

100×10mm

KX2005X-BL

860-960Mhz

0-10m

LED light Range: 0-2m

Cooted/PVC/PET

Application: 
Inventory management /
Asset tracking

LED RFID STICKER

RFID sticker with light is a compact adhesive tag embedded 
with an RFID chip and a small LED light. This combination 
allows for seamless identification and tracking of objects or 
individuals, while also providinga visual indication through 
the light.

File Management

Book Management Shelf Management



UHF ON METAL STICKER
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DimensionSKU Read Range LF HF UHF

65x35xT1.2mmLAP-F-6535 6.0m

95x22xT1.2mmLAP-F-9522 9.0m

70x30xT1.2mmLAP-F-7030 5.0m

50x15xT1.2mmLAP-F-5015 2.0m

30x15xT1.2mmLAP-F-3015 0.3m

100x40xT1.0mmLAP-F-1004 6.0m

70x40xT1.2mmLAP-F-7040 4.5m

This kind of UHF On metal sticker is used in applications like inventory 
control, asset tracking, unique item, tracing and security especially for 
metal component. UHF On metal stickers has the strength of flexibility, 
it can be stick onto bend surface easily. 

Printer models: 
Sato CL4NX, Postek TXR, Zebra ZT410 Silverline



RFID WINDOW STICKER
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The window Sticker is made of UHF chips with two sides 
of paper encapsulated. With lines cutting on the sticker 
or the antenna, the sticker will be broken after removing it. 
This UHF RFID window sticker can reach long-range 
distances up to 6 meters. 

Material: 

Dimension: 

Antenna size: 

SKU: 

Chip: 

Frequency: 

Read Range: 

WSP

93×19mm

110×40/100×20mm

UHF

860-960Mhz

0-5m

PET/Cutted paper

Application: 
vehicle management/
parking checkout systems parking checkout systems

vehice management
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Jewelry RFID Tag is good solutions for Jewelry counting, Jewelry 
asset management and Jewelry anti-counterfeiting. It can be 
printed with customer's logo, barcode, information etc. It also can 
be programmed with NFC informations or UHF UID. The options 
of this jewelry rfid tag are paper or PET material. 

Material: 

Dimension: 

Chip: 

Frequency: 

Read Range: 

25×14 tie:43mm

UHF

Antenna size: 26×11mm

860-960Mhz

0-2m

PET

30×15 tie:60mm

NFC

NFC

21×11mm tie:43mm

13.56Mhz

0-3cm

PET

Application: Clothing/jewelry/luggage/pet identification etc.

JEWELRY RFID TAGS

UHF
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Material: 

Dimension: 

SKU: 

Chip: 

Frequency: 

LAP-BT01

25×50mm

Antenna size: 21×46mm

LAP-BT02

25×60mm

21×56mm

NTAG424 DNA

13.56Mhz

Read Range: 0-5cm

Cooted paper/PVC/PET

Application: Anti-counterfeiting/inventory 

RFID BOTTLE STICKER

Inventory Management

RFID Bottle Sticker is designed for high level security 
applications toachieve anti-counterfeiting purpose. Once 
the stickers stick to the material,it will be unable to remove 
well until it is broken. It is made of environment friendly 
material, can be printed with ribbons directly.

25

50

3.6

25

60

Anti-counterfeiting management
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RFID labels and NFC Stickers are designed for various applications, 
especially asset tracking and NFC payment. Compared with other 
tags, the RFID label's strength is the thinner thickness, multiple 
sizes, flexibility, and cost efficient. It can be sealed inside goods 
or stuck on the device surface with the adhesive layer. The label 
is optional, with an anti-metal layer to mount and work on the metal 
surface. GYRFID can produce paper labels and PVC labels in mass 
production.

IDENTIFICATION
When the phone touches the NFC tag, it can 

jump to the written URL link, etc.

NFC PAYMENT
It can be applied to NFC payment, which is more 

convenient and can realize automatic payment by 
just touching the mobile phone.

MUSIC WALL
By writing the music link into the tag, the music 
can be automatically played when the phone is 

close to it.

NFC INLAY&STICKER
Etched Aluminum Antenna
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NFC INLAY&STICKER
13.56MHZ RFID ANTENNA SIZE OPTIONS

Antenna size

12/15/18/20/22/25/30mm 30/35/38/45mm with hole

15×15/18×18/32×32/40×40/45×45mm 18×8/26×11/35×22/52×15/76×45mm
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U8/U9 Antenna Antenna size Antenna sizeRead range Read range

42×16mm 6m

70×15mm 8m

50×30mm 8m

UHF ANTENNA COLLECTIONS

72×30mm 10m

94×22mm 12m

100×10mm 7.0m(UHF)
3.0m(LED)

D27mm 2.5m

44×44mm 8.0m

H3/H9

70×17mm 4.45m

93×19mm 5.0m

94.8×8.15mm

70×9.5mm

4.3m

3.0m

22.5×22.5mm 2.55m

27×9.7mm 1.0m

44.45×10.325mm

D7mm 0.5m

4.4m
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Wall 
Mounted 
Reader

Wiegand26
/ RS232

Wiegand26
/ RS232

111x70x14mm

GY8511

Mini Wall 
Mounted 
Reader

80x43x13mm

GY8521

USB Reader
(Output UID 
configurable)

USB

97x62x12mm

GY520

Bluetooth
Reader

USB/
Bluetooth

USB/
Bluetooth

USB/
Bluetooth

90×50×22mm

GY-R58C

Programmer

USB USB

100x100x27mm

GY530

Animal RFID 
Reader

Animal RFID 
Reader

Animal RFID 
Reader

285x145x53mm

GY100

175×88×35mm

GY102

650×63×45mm

GY103

RFID READERS

Size

125KHz EM

125Khz HID

134.2Khz 
FDX-B

13.56Mhz 
ISO14443A

13.56Mhz 
ISO15693

O
p

tio
nal Sup

p
o

rt

Photo

SKU

Name

Interface 
Types

Frequency: 125KHZ&13.56MHZ
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USB

Desktop Encoder

105×70mm

RFID 105

Integrated Reader Integrated Reader

370×280×35mm

RFID 101

445x445x55mm

RFID 102

Wiegand26/ RS232
/optional USB
/RJ45/ WIFI

Wiegand26/ RS232
/optional USB
/RJ45/ WIFI

Wiegand26/ RS232
/optional USB
/RJ45/ WIFI

Desktop Reader

370×280×35mm

RFID 108

Bluetooth/  USB

PDA

262×105×42mm

RFID-A100

Andord/RAM2G/
ROM16G/WIFI

/Bluetooth

PDA

170×80×28mm

C6 100

Wiegand26/ RS232
/optional RJ45

/ WIFI

Wiegand26/ RS232
/optional RJ45

/ WIFI

4channel Reader 
module

8channel Reader 
module

240×181×28mm 240×181×28mm

RFID 405 RFID 408

5db panel antenna

460×90×18mm

RFID5DL

8db panel antenna

460×160×18mm

RFID8DL

4db polarized 
antenna

165×165×20mm

RFID4DB

8db polarized 
antenna

255×255×34mm

RFID8DB

15cm 6.0m 12m 5.0m 10m 10m

UHF RFID READER

SKU

Size

Read range

SKU

Size

Photo

Name

Interface 
Types

Photo

Name

Interface 
Types

Frequency: 860-960Mhz
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TK4100 64bit

512bit

R/O

EM4305 R/W EM

64bitEM4200 R/O EM

363bitT5577 R/W ATMEL

2K bitHITAG  1 R/W NXP

256 bitHITAG  2 R/W NXP

256 bitHITAG  S256 R/W NXP

Frequency: 100-150Khz

LF CHIP PARAMETERS

Model Memory Type Brand Note

®

®

®



HF CHIP PARAMETERS

Model Memory Type Brand

FM11RF08 1K byte

1K byte

4K byte

2K byte

2K byte

4K byte

4K byte

8K byte

1K byte

1K byte

48byte

144byte

R/W ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

ISO14443A

R/W

R/W

R/W

R/W

R/W

R/W

R/W

R/W

R/W

R/W

R/W

FUDAN

MIFARE Classic  1K

MIFARE Classic  4K

NXP

NXP

MIFARE UItralight  EV1

MIFARE UItralight  C

MIFARE  DESFire  2K

MIFARE  DESFire  LIGHT

MIFARE Plus  SE 1K

NXP

NXP

NXP

NXP

NXP

NXP

NXP

NXP

NXP

Frequency: 13.56MHZ 
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NTAG  213 144 byte R/W NXPNFC Type2

F213 144 byte R/W FudanNFC Type2

NTAG  215 504 byte R/W NXPNFC Type2

NTAG  216 888 byte R/W NXPNFC Type2

NTAG  424 DNA 416 byte R/W NXPNFC Type4

FELICA LITE S 224 byte R/W SONYNFC Type3

ST25TN01K 208 byte R/W STNFC Type2

ST25TV02K 2K byte R/W STNFC Type5

TAG-IT 2048 2K byte R/W TIISO15693

I CODE  SLIX 1K byte R/W NXPISO15693

I CODE  SLIX-L 512bit R/W NXPISO15693

I CODE  SLIX2 2K byte R/W NXPISO15693

Protocol Model Memory Type BrandProtocol

®

®

®

®

® ®

®

®

®

®

®

®

®

®

®MIFARE  DESFire  4K

MIFARE  DESFire  8K

®

®

®

®

®

®

®

MIFARE Plus  EV2 2K

MIFARE Plus  EV2 4K
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UHF CHIP PARAMETERS
Frequency: 860MHZ-960MHZ  ( ISO18000-6C )

Higgs3 128 32 ALIEN

Higgs9 496 128 ALIEN

U CODE 8 128 0 NXP

U CODE 9

Monza 4D

U CODE DNA

96

224 3072

0 NXP

128 32 IMPINJ

Monza 4E 496 128 IMPINJ

Monza 4QT 128 512 IMPINJ

Monza R6 96 0 IMPINJ

Monza R6-P 128 32 IMPINJ

Monza M730 128 0 IMPINJ

Monza M750 96 32 IMPINJ

Monza M780 496 128 IMPINJ

Monza M781 128 512 IMPINJ

Qstar-71GB-O 496 128 Quanray

Qstar-73GB-O 128 512

64 E2003412

E2803821

E2806894

E2806995

E2C06892

E2801100

E280110C

E2801105

E2801160

E2801170

E2801191

E2801190

E28011C0

E28011C1

E280F337

E280F336

E281D012

48

96

32

96

32

32

32

96

48

96

32

96

96

32

32 Quanray

KX2005X-BL 128 1312 96 KILOWAY

NXP

Model EPC(bit) USER(bits) BrandTID Manufacture lD Note
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